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			High efficiency clamping system


		
			
		
			The AMTS bending tools reduces the tool change and setup time to about one-fifth of that required in the past. When the tools are assigned by an automatic program and the ram depth is controlled to high accuracy by an NC bender, the highly standardized AMTS specifications greatly ups the efficiency not only of tool change and setup, but also of staged bending and all other bending operations, and brings about a substantial improvement in bending productivity.
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ALL
Die
Punch



                            	
                                Type
                                
                                

ALL
1V Die
Acute Punch
Gooseneck Punch
Standard Punch



                            	
                                Angle
                                
                                

ALL
30°
88°
90°



                            	
                                V-Size
                                
                                

ALL
V0
V10
V12
V14
V16
V18
V20
V25
V4
V5
V6
V7
V8



                            	
                                Height
                                
                                

ALL
116.00 mm
120.00 mm
150.00 mm
170.00 mm
90.00 mm



                            	
                                Pressure
                                
                                

ALL
1000 kN/m
180 kN/m
200 kN/m
260 kN/m
300 kN/m
400 kN/m
500 kN/m
550 kN/m
600 kN/m
650 kN/m
700 kN/m
800 kN/m
900 kN/m



                            	1V Die MT 506[image: Die,1V Die,MT 506,50638F,6HMT50638F,50638C,6HMT50638C,50638D,6HMT50638D,50638E,6HMT50638E,30°,AMTS]

 More Information
	Die	1V Die	30°	V6	116.00 mm	180 kN/m
	Standard Punch MT 10[image: Punch,Standard Punch,MT 10,10200A,6HMT10200A,10200D,6HMT10200D,10200C,6HMT10200C,10200F,6HMT10200F,10200G,6HMT10200G,10600A,6HMT10600A,10600D,6HMT10600D,10600C,6HMT10600C,10600F,6HMT10600F,10600G,6HMT10600G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	90.00 mm	1000 kN/m
	Standard Punch MT 10[image: Punch,Standard Punch,MT 10,10202A,6HMT10202A,10202D,6HMT10202D,10202C,6HMT10202C,10202F,6HMT10202F,10202G,6HMT10202G,10602A,6HMT10602A,10602D,6HMT10602D,10602C,6HMT10602C,10602F,6HMT10602F,10602G,6HMT10602G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	120.00 mm	1000 kN/m
	Standard Punch MT 10[image: Punch,Standard Punch,MT 10,10280A,6HMT10280A,10280D,6HMT10280D,10280C,6HMT10280C,10280F,6HMT10280F,10280G,6HMT10280G,10680A,6HMT10680A,10680D,6HMT10680D,10680C,6HMT10680C,10680F,6HMT10680F,10680G,6HMT10680G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	90.00 mm	1000 kN/m
	Standard Punch MT 10[image: Punch,Standard Punch,MT 10,10282A,6HMT10282A,10282D,6HMT10282D,10282C,6HMT10282C,10282F,6HMT10282F,10282G,6HMT10282G,10682A,6HMT10682A,10682D,6HMT10682D,10682C,6HMT10682C,10682F,6HMT10682F,10682G,6HMT10682G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	120.00 mm	1000 kN/m
	Standard Punch MT 12[image: Punch,Standard Punch,MT 12,12200A,6HMT12200A,12200D,6HMT12200D,12200C,6HMT12200C,12200F,6HMT12200F,12200G,6HMT12200G,12600A,6HMT12600A,12600D,6HMT12600D,12600C,6HMT12600C,12600F,6HMT12600F,12600G,6HMT12600G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	90.00 mm	800 kN/m
	Standard Punch MT 12[image: Punch,Standard Punch,MT 12,12202A,6HMT12202A,12202D,6HMT12202D,12202C,6HMT12202C,12202F,6HMT12202F,12202G,6HMT12202G,12602A,6HMT12602A,12602D,6HMT12602D,12602C,6HMT12602C,12602F,6HMT12602F,12602G,6HMT12602G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	120.00 mm	800 kN/m
	Standard Punch MT 12[image: Punch,Standard Punch,MT 12,12280A,6HMT12280A,12280D,6HMT12280D,12280C,6HMT12280C,12280F,6HMT12280F,12280G,6HMT12280G,12680A,6HMT12680A,12680D,6HMT12680D,12680C,6HMT12680C,12680F,6HMT12680F,12680G,6HMT12680G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	90.00 mm	800 kN/m
	Standard Punch MT 12[image: Punch,Standard Punch,MT 12,12282A,6HMT12282A,12282D,6HMT12282D,12282C,6HMT12282C,12282F,6HMT12282F,12282G,6HMT12282G,12682A,6HMT12682A,12682D,6HMT12682D,12682C,6HMT12682C,12682F,6HMT12682F,12682G,6HMT12682G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	120.00 mm	800 kN/m
	Standard Punch MT 14[image: Punch,Standard Punch,MT 14,14200A,6HMT14200A,14200D,6HMT14200D,14200C,6HMT14200C,14200F,6HMT14200F,14200G,6HMT14200G,14600A,6HMT14600A,14600D,6HMT14600D,14600C,6HMT14600C,14600F,6HMT14600F,14600G,6HMT14600G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	90.00 mm	200 kN/m
	Standard Punch MT 14[image: Punch,Standard Punch,MT 14,14202A,6HMT14202A,14202D,6HMT14202D,14202C,6HMT14202C,14202F,6HMT14202F,14202G,6HMT14202G,14602A,6HMT14602A,14602D,6HMT14602D,14602C,6HMT14602C,14602F,6HMT14602F,14602G,6HMT14602G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	120.00 mm	200 kN/m
	Standard Punch MT 14[image: Punch,Standard Punch,MT 14,14280A,6HMT14280A,14280D,6HMT14280D,14280C,6HMT14280C,14280F,6HMT14280F,14280G,6HMT14280G,14680A,6HMT14680A,14680D,6HMT14680D,14680C,6HMT14680C,14680F,6HMT14680F,14680G,6HMT14680G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	90.00 mm	200 kN/m
	Standard Punch MT 14[image: Punch,Standard Punch,MT 14,14282A,6HMT14282A,14282D,6HMT14282D,14282C,6HMT14282C,14282F,6HMT14282F,14282G,6HMT14282G,14682A,6HMT14682A,14682D,6HMT14682D,14682C,6HMT14682C,14682F,6HMT14682F,14682G,6HMT14682G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	120.00 mm	200 kN/m
	Standard Punch MT 28[image: Punch,Standard Punch,MT 28,28200A,6HMT28200A,28200D,6HMT28200D,28200C,6HMT28200C,28200F,6HMT28200F,28200G,6HMT28200G,28600A,6HMT28600A,28600D,6HMT28600D,28600C,6HMT28600C,28600F,6HMT28600F,28600G,6HMT28600G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	90.00 mm	300 kN/m
	Standard Punch MT 28[image: Punch,Standard Punch,MT 28,28202A,6HMT28202A,28202D,6HMT28202D,28202C,6HMT28202C,28202F,6HMT28202F,28202G,6HMT28202G,28602A,6HMT28602A,28602D,6HMT28602D,28602C,6HMT28602C,28602F,6HMT28602F,28602G,6HMT28602G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	120.00 mm	300 kN/m
	Standard Punch MT 28[image: Punch,Standard Punch,MT 28,28280A,6HMT28280A,28280D,6HMT28280D,28280C,6HMT28280C,28280F,6HMT28280F,28280G,6HMT28280G,28680A,6HMT28680A,28680D,6HMT28680D,28680C,6HMT28680C,28680F,6HMT28680F,28680G,6HMT28680G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	90.00 mm	300 kN/m
	Standard Punch MT 28[image: Punch,Standard Punch,MT 28,28282A,6HMT28282A,28282D,6HMT28282D,28282C,6HMT28282C,28282F,6HMT28282F,28282G,6HMT28282G,28682A,6HMT28682A,28682D,6HMT28682D,28682C,6HMT28682C,28682F,6HMT28682F,28682G,6HMT28682G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	120.00 mm	300 kN/m
	Standard Punch MT 28[image: Punch,Standard Punch,MT 28,28207A,6HMT28207A,28207D,6HMT28207D,28207C,6HMT28207C,28207F,6HMT28207F,28207G,6HMT28207G,28607A,6HMT28607A,28607D,6HMT28607D,28607C,6HMT28607C,28607F,6HMT28607F,28607G,6HMT28607G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	170.00 mm	300 kN/m
	Standard Punch MT 28[image: Punch,Standard Punch,MT 28,28287A,6HMT28287A,28287D,6HMT28287D,28287C,6HMT28287C,28287F,6HMT28287F,28287G,6HMT28287G,28687A,6HMT28687A,28687D,6HMT28687D,28687C,6HMT28687C,28687F,6HMT28687F,28687G,6HMT28687G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	170.00 mm	300 kN/m
	Acute Punch MT 30[image: Punch,Acute Punch,MT 30,30200A,6HMT30200A,30200D,6HMT30200D,30200C,6HMT30200C,30200F,6HMT30200F,30200G,6HMT30200G,30600A,6HMT30600A,30600D,6HMT30600D,30600C,6HMT30600C,30600F,6HMT30600F,30600G,6HMT30600G,90°,AMTS]

 More Information
	Punch	Acute Punch	90°	V0	90.00 mm	500 kN/m
	Acute Punch MT 30[image: Punch,Acute Punch,MT 30,30207A,6HMT30207A,30207D,6HMT30207D,30207C,6HMT30207C,30207F,6HMT30207F,30207G,6HMT30207G,30607A,6HMT30607A,30607D,6HMT30607D,30607C,6HMT30607C,30607F,6HMT30607F,30607G,6HMT30607G,90°,AMTS]

 More Information
	Punch	Acute Punch	90°	V0	170.00 mm	500 kN/m
	Acute Punch MT 30[image: Punch,Acute Punch,MT 30,30202A,6HMT30202A,30202D,6HMT30202D,30202C,6HMT30202C,30202F,6HMT30202F,30202G,6HMT30202G,30602A,6HMT30602A,30602D,6HMT30602D,30602C,6HMT30602C,30602F,6HMT30602F,30602G,6HMT30602G,90°,AMTS]

 More Information
	Punch	Acute Punch	90°	V0	120.00 mm	500 kN/m
	Acute Punch MT 30[image: Punch,Acute Punch,MT 30,30280A,6HMT30280A,30280D,6HMT30280D,30280C,6HMT30280C,30280F,6HMT30280F,30280G,6HMT30280G,30680A,6HMT30680A,30680D,6HMT30680D,30680C,6HMT30680C,30680F,6HMT30680F,30680G,6HMT30680G,88°,AMTS]

 More Information
	Punch	Acute Punch	88°	V0	90.00 mm	500 kN/m
	Acute Punch MT 30[image: Punch,Acute Punch,MT 30,30287A,6HMT30287A,30287D,6HMT30287D,30287C,6HMT30287C,30287F,6HMT30287F,30287G,6HMT30287G,30687A,6HMT30687A,30687D,6HMT30687D,30687C,6HMT30687C,30687F,6HMT30687F,30687G,6HMT30687G,88°,AMTS]

 More Information
	Punch	Acute Punch	88°	V0	170.00 mm	500 kN/m
	Acute Punch MT 30[image: Punch,Acute Punch,MT 30,30282A,6HMT30282A,30282D,6HMT30282D,30282C,6HMT30282C,30282F,6HMT30282F,30282G,6HMT30282G,30682A,6HMT30682A,30682D,6HMT30682D,30682C,6HMT30682C,30682F,6HMT30682F,30682G,6HMT30682G,88°,AMTS]

 More Information
	Punch	Acute Punch	88°	V0	120.00 mm	500 kN/m
	Acute Punch MT 36[image: Punch,Acute Punch,MT 36,36230A,6HMT36230A,36230D,6HMT36230D,36230C,6HMT36230C,36230F,6HMT36230F,36230G,6HMT36230G,36630A,6HMT36630A,36630D,6HMT36630D,36630C,6HMT36630C,36630F,6HMT36630F,36630G,6HMT36630G,30°,AMTS]

 More Information
	Punch	Acute Punch	30°	V0	90.00 mm	500 kN/m
	Acute Punch MT 36[image: Punch,Acute Punch,MT 36,36237A,6HMT36237A,36237D,6HMT36237D,36237C,6HMT36237C,36237F,6HMT36237F,36237G,6HMT36237G,36637A,6HMT36637A,36637D,6HMT36637D,36637C,6HMT36637C,36637F,6HMT36637F,36637G,6HMT36637G,30°,AMTS]

 More Information
	Punch	Acute Punch	30°	V0	170.00 mm	500 kN/m
	Acute Punch MT 36[image: Punch,Acute Punch,MT 36,36232A,6HMT36232A,36232D,6HMT36232D,36232C,6HMT36232C,36232F,6HMT36232F,36232G,6HMT36232G,36632A,6HMT36632A,36632D,6HMT36632D,36632C,6HMT36632C,36632F,6HMT36632F,36632G,6HMT36632G,30°,AMTS]

 More Information
	Punch	Acute Punch	30°	V0	120.00 mm	500 kN/m
	Gooseneck Punch MT 46[image: Punch,Gooseneck Punch,MT 46,46200A,6HMT46200A,46200D,6HMT46200D,46200C,6HMT46200C,46200F,6HMT46200F,46200G,6HMT46200G,46600A,6HMT46600A,46600D,6HMT46600D,46600C,6HMT46600C,46600F,6HMT46600F,46600G,6HMT46600G,90°,AMTS]

 More Information
	Punch	Gooseneck Punch	90°	V0	90.00 mm	500 kN/m
	Gooseneck Punch MT 46[image: Punch,Gooseneck Punch,MT 46,46202A,6HMT46202A,46202D,6HMT46202D,46202C,6HMT46202C,46202F,6HMT46202F,46202G,6HMT46202G,46602A,6HMT46602A,46602D,6HMT46602D,46602C,6HMT46602C,46602F,6HMT46602F,46602G,6HMT46602G,90°,AMTS]

 More Information
	Punch	Gooseneck Punch	90°	V0	120.00 mm	500 kN/m
	Gooseneck Punch MT 46[image: Punch,Gooseneck Punch,MT 46,46280A,6HMT46280A,46280D,6HMT46280D,46280C,6HMT46280C,46280F,6HMT46280F,46280G,6HMT46280G,46680A,6HMT46680A,46680D,6HMT46680D,46680C,6HMT46680C,46680F,6HMT46680F,46680G,6HMT46680G,88°,AMTS]

 More Information
	Punch	Gooseneck Punch	88°	V0	90.00 mm	500 kN/m
	Gooseneck Punch MT 46[image: Punch,Gooseneck Punch,MT 46,46282A,6HMT46282A,46282D,6HMT46282D,46282C,6HMT46282C,46282F,6HMT46282F,46282G,6HMT46282G,46682A,6HMT46682A,46682D,6HMT46682D,46682C,6HMT46682C,46682F,6HMT46682F,46682G,6HMT46682G,88°,AMTS]

 More Information
	Punch	Gooseneck Punch	88°	V0	120.00 mm	500 kN/m
	Gooseneck Punch MT 47[image: Punch,Gooseneck Punch,MT 47,1A5111,1A5111,1A5112,1A5112,1A511A,1A511A,90°,AMTS]

 More Information
	Punch	Gooseneck Punch	90°	V0	150.00 mm	500 kN/m
	Gooseneck Punch MT 47[image: Punch,Gooseneck Punch,MT 47,1A5211,1A5211,1A5212,1A5212,1A521A,1A521A,1A5251,1A5251,1A5252,1A5252,1A525A,1A525A,88°,AMTS]

 More Information
	Punch	Gooseneck Punch	88°	V0	120.00 mm	500 kN/m
	Standard Punch MT 40[image: Punch,Standard Punch,MT 40,40200A,6HMT40200A,40200D,6HMT40200D,40200C,6HMT40200C,40200F,6HMT40200F,40200G,6HMT40200G,40600A,6HMT40600A,40600D,6HMT40600D,40600C,6HMT40600C,40600F,6HMT40600F,40600G,6HMT40600G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	90.00 mm	700 kN/m
	Standard Punch MT 40[image: Punch,Standard Punch,MT 40,40202A,6HMT40202A,40202D,6HMT40202D,40202C,6HMT40202C,40202F,6HMT40202F,40202G,6HMT40202G,40602A,6HMT40602A,40602D,6HMT40602D,40602C,6HMT40602C,40602F,6HMT40602F,40602G,6HMT40602G,90°,AMTS]

 More Information
	Punch	Standard Punch	90°	V0	120.00 mm	700 kN/m
	Standard Punch MT 40[image: Punch,Standard Punch,MT 40,40280A,6HMT40280A,40280D,6HMT40280D,40280C,6HMT40280C,40280F,6HMT40280F,40280G,6HMT40280G,40680A,6HMT40680A,40680D,6HMT40680D,40680C,6HMT40680C,40680F,6HMT40680F,40680G,6HMT40680G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	90.00 mm	700 kN/m
	Standard Punch MT 40[image: Punch,Standard Punch,MT 40,40282A,6HMT40282A,40282D,6HMT40282D,40282C,6HMT40282C,40282F,6HMT40282F,40282G,6HMT40282G,40682A,6HMT40682A,40682D,6HMT40682D,40682C,6HMT40682C,40682F,6HMT40682F,40682G,6HMT40682G,88°,AMTS]

 More Information
	Punch	Standard Punch	88°	V0	120.00 mm	700 kN/m
	1V Die MT 604[image: Die,1V Die,MT 604,60488E,6HMT60488E,60488D,6HMT60488D,60488C,6HMT60488C,60488F,6HMT60488F,88°,AMTS]

 More Information
	Die	1V Die	88°	V4	116.00 mm	400 kN/m
	1V Die MT 604[image: Die,1V Die,MT 604,60408E,6HMT60408E,60408D,6HMT60408D,60408C,6HMT60408C,60408F,6HMT60408F,90°,AMTS]

 More Information
	Die	1V Die	90°	V4	116.00 mm	400 kN/m
	1V Die MT 704[image: Die,1V Die,MT 704,70408E,6HMT70408E,70408D,6HMT70408D,70408C,6HMT70408C,70408F,6HMT70408F,90°,AMTS]

 More Information
	Die	1V Die	90°	V4	116.00 mm	400 kN/m
	1V Die MT 704[image: Die,1V Die,MT 704,70488E,6HMT70488E,70488D,6HMT70488D,70488C,6HMT70488C,70488F,6HMT70488F,88°,AMTS]

 More Information
	Die	1V Die	88°	V4	116.00 mm	400 kN/m
	1V Die MT 705[image: Die,1V Die,MT 705,70588E,6HMT70588E,70588D,6HMT70588D,70588C,6HMT70588C,70588F,6HMT70588F,88°,AMTS]

 More Information
	Die	1V Die	88°	V5	116.00 mm	500 kN/m
	1V Die MT 705[image: Die,1V Die,MT 705,70508E,6HMT70508E,70508D,6HMT70508D,70508C,6HMT70508C,70508F,6HMT70508F,90°,AMTS]

 More Information
	Die	1V Die	90°	V5	116.00 mm	500 kN/m
	1V Die MT 605[image: Die,1V Die,MT 605,60508E,6HMT60508E,60508D,6HMT60508D,60508C,6HMT60508C,60508F,6HMT60508F,90°,AMTS]

 More Information
	Die	1V Die	90°	V5	116.00 mm	500 kN/m
	1V Die MT 605[image: Die,1V Die,MT 605,60588E,6HMT60588E,60588D,6HMT60588D,60588C,6HMT60588C,60588F,6HMT60588F,88°,AMTS]

 More Information
	Die	1V Die	88°	V5	116.00 mm	500 kN/m
	1V Die MT 706[image: Die,1V Die,MT 706,70608E,6HMT70608E,70608D,6HMT70608D,70608C,6HMT70608C,70608F,6HMT70608F,90°,AMTS]

 More Information
	Die	1V Die	90°	V6	116.00 mm	550 kN/m
	1V Die MT 706[image: Die,1V Die,MT 706,70688E,6HMT70688E,70688D,6HMT70688D,70688C,6HMT70688C,70688F,6HMT70688F,88°,AMTS]

 More Information
	Die	1V Die	88°	V6	116.00 mm	550 kN/m
	1V Die MT 606[image: Die,1V Die,MT 606,60608E,6HMT60608E,60608D,6HMT60608D,60608C,6HMT60608C,60608F,6HMT60608F,90°,AMTS]

 More Information
	Die	1V Die	90°	V6	116.00 mm	550 kN/m
	1V Die MT 606[image: Die,1V Die,MT 606,60688E,6HMT60688E,60688D,6HMT60688D,60688C,6HMT60688C,60688F,6HMT60688F,88°,AMTS]

 More Information
	Die	1V Die	88°	V6	116.00 mm	550 kN/m
	1V Die MT 707[image: Die,1V Die,MT 707,70708E,6HMT70708E,70708D,6HMT70708D,70708C,6HMT70708C,70708F,6HMT70708F,90°,AMTS]

 More Information
	Die	1V Die	90°	V7	116.00 mm	600 kN/m
	1V Die MT 707[image: Die,1V Die,MT 707,70788E,6HMT70788E,70788D,6HMT70788D,70788C,6HMT70788C,70788F,6HMT70788F,88°,AMTS]

 More Information
	Die	1V Die	88°	V7	116.00 mm	600 kN/m
	1V Die MT 607[image: Die,1V Die,MT 607,60708E,6HMT60708E,60708D,6HMT60708D,60708C,6HMT60708C,60708F,6HMT60708F,90°,AMTS]

 More Information
	Die	1V Die	90°	V7	116.00 mm	600 kN/m
	1V Die MT 607[image: Die,1V Die,MT 607,60788E,6HMT60788E,60788D,6HMT60788D,60788C,6HMT60788C,60788F,6HMT60788F,88°,AMTS]

 More Information
	Die	1V Die	88°	V7	116.00 mm	600 kN/m
	1V Die MT 508[image: Die,1V Die,MT 508,50838F,6HMT50838F,50838E,6HMT50838E,50838D,6HMT50838D,50838C,6HMT50838C,30°,AMTS]

 More Information
	Die	1V Die	30°	V8	116.00 mm	200 kN/m
	1V Die MT 510[image: Die,1V Die,MT 510,51038F,6HMT51038F,51038E,6HMT51038E,51038D,6HMT51038D,51038C,6HMT51038C,30°,AMTS]

 More Information
	Die	1V Die	30°	V10	116.00 mm	260 kN/m
	1V Die MT 608[image: Die,1V Die,MT 608,60808E,6HMT60808E,60808D,6HMT60808D,60808C,6HMT60808C,60808F,6HMT60808F,90°,AMTS]

 More Information
	Die	1V Die	90°	V8	116.00 mm	650 kN/m
	1V Die MT 608[image: Die,1V Die,MT 608,60888E,6HMT60888E,60888D,6HMT60888D,60888C,6HMT60888C,60888F,6HMT60888F,88°,AMTS]

 More Information
	Die	1V Die	88°	V8	116.00 mm	650 kN/m
	1V Die MT 708[image: Die,1V Die,MT 708,70808E,6HMT70808E,70808D,6HMT70808D,70808C,6HMT70808C,70808F,6HMT70808F,90°,AMTS]

 More Information
	Die	1V Die	90°	V8	116.00 mm	650 kN/m
	1V Die MT 708[image: Die,1V Die,MT 708,70888E,6HMT70888E,70888D,6HMT70888D,70888C,6HMT70888C,70888F,6HMT70888F,88°,AMTS]

 More Information
	Die	1V Die	88°	V8	116.00 mm	650 kN/m
	1V Die MT 710[image: Die,1V Die,MT 710,71008E,6HMT71008E,71008D,6HMT71008D,71008C,6HMT71008C,71008F,6HMT71008F,90°,AMTS]

 More Information
	Die	1V Die	90°	V10	116.00 mm	900 kN/m
	1V Die MT 710[image: Die,1V Die,MT 710,71088E,6HMT71088E,71088D,6HMT71088D,71088C,6HMT71088C,71088F,6HMT71088F,88°,AMTS]

 More Information
	Die	1V Die	88°	V10	116.00 mm	900 kN/m
	1V Die MT 712[image: Die,1V Die,MT 712,71208E,6HMT71208E,71208D,6HMT71208D,71208C,6HMT71208C,71208F,6HMT71208F,90°,AMTS]

 More Information
	Die	1V Die	90°	V12	116.00 mm	1000 kN/m
	1V Die MT 712[image: Die,1V Die,MT 712,71288E,6HMT71288E,71288D,6HMT71288D,71288C,6HMT71288C,71288F,6HMT71288F,88°,AMTS]

 More Information
	Die	1V Die	88°	V12	116.00 mm	1000 kN/m
	1V Die MT 714[image: Die,1V Die,MT 714,71408E,6HMT71408E,71408D,6HMT71408D,71408C,6HMT71408C,71408F,6HMT71408F,90°,AMTS]

 More Information
	Die	1V Die	90°	V14	116.00 mm	1000 kN/m
	1V Die MT 714[image: Die,1V Die,MT 714,71488E,6HMT71488E,71488D,6HMT71488D,71488C,6HMT71488C,71488F,6HMT71488F,88°,AMTS]

 More Information
	Die	1V Die	88°	V14	116.00 mm	1000 kN/m
	1V Die MT 718[image: Die,1V Die,MT 718,71808E,6HMT71808E,71808D,6HMT71808D,71808C,6HMT71808C,71808F,6HMT71808F,90°,AMTS]

 More Information
	Die	1V Die	90°	V18	116.00 mm	1000 kN/m
	1V Die MT 718[image: Die,1V Die,MT 718,71888E,6HMT71888E,71888D,6HMT71888D,71888C,6HMT71888C,71888F,6HMT71888F,88°,AMTS]

 More Information
	Die	1V Die	88°	V18	116.00 mm	1000 kN/m
	1V Die MT 720[image: Die,1V Die,MT 720,72008E,6HMT72008E,72008D,6HMT72008D,72008C,6HMT72008C,72008F,6HMT72008F,90°,AMTS]

 More Information
	Die	1V Die	90°	V20	116.00 mm	1000 kN/m
	1V Die MT 720[image: Die,1V Die,MT 720,72088E,6HMT72088E,72088D,6HMT72088D,72088C,6HMT72088C,72088F,6HMT72088F,88°,AMTS]

 More Information
	Die	1V Die	88°	V20	116.00 mm	1000 kN/m
	1V Die MT 725[image: Die,1V Die,MT 725,72508E,6HMT72508E,72508D,6HMT72508D,72508C,6HMT72508C,72508F,6HMT72508F,90°,AMTS]

 More Information
	Die	1V Die	90°	V25	116.00 mm	1000 kN/m
	1V Die MT 725[image: Die,1V Die,MT 725,72588E,6HMT72588E,72588D,6HMT72588D,72588C,6HMT72588C,72588F,6HMT72588F,88°,AMTS]

 More Information
	Die	1V Die	88°	V25	116.00 mm	1000 kN/m
	1V Die MT 625[image: Die,1V Die,MT 625,62508E,6HMT62508E,62508D,6HMT62508D,62508C,6HMT62508C,62508F,6HMT62508F,90°,AMTS]

 More Information
	Die	1V Die	90°	V25	116.00 mm	1000 kN/m
	1V Die MT 625[image: Die,1V Die,MT 625,62588E,6HMT62588E,62588D,6HMT62588D,62588C,6HMT62588C,62588F,6HMT62588F,88°,AMTS]

 More Information
	Die	1V Die	88°	V25	116.00 mm	1000 kN/m
	1V Die MT 620[image: Die,1V Die,MT 620,62008E,6HMT62008E,62008D,6HMT62008D,62008C,6HMT62008C,62008F,6HMT62008F,90°,AMTS]

 More Information
	Die	1V Die	90°	V20	116.00 mm	1000 kN/m
	1V Die MT 620[image: Die,1V Die,MT 620,62088E,6HMT62088E,62088D,6HMT62088D,62088C,6HMT62088C,62088F,6HMT62088F,88°,AMTS]

 More Information
	Die	1V Die	88°	V20	116.00 mm	1000 kN/m
	1V Die MT 618[image: Die,1V Die,MT 618,61808E,6HMT61808E,61808D,6HMT61808D,61808C,6HMT61808C,61808F,6HMT61808F,90°,AMTS]

 More Information
	Die	1V Die	90°	V18	116.00 mm	1000 kN/m
	1V Die MT 618[image: Die,1V Die,MT 618,61888E,6HMT61888E,61888D,6HMT61888D,61888C,6HMT61888C,61888F,6HMT61888F,88°,AMTS]

 More Information
	Die	1V Die	88°	V18	116.00 mm	1000 kN/m
	1V Die MT 616[image: Die,1V Die,MT 616,61608E,6HMT61608E,61608D,6HMT61608D,61608C,6HMT61608C,61608F,6HMT61608F,90°,AMTS]

 More Information
	Die	1V Die	90°	V16	116.00 mm	1000 kN/m
	1V Die MT 616[image: Die,1V Die,MT 616,61688E,6HMT61688E,61688D,6HMT61688D,61688C,6HMT61688C,61688F,6HMT61688F,88°,AMTS]

 More Information
	Die	1V Die	88°	V16	116.00 mm	1000 kN/m
	1V Die MT 614[image: Die,1V Die,MT 614,61408E,6HMT61408E,61408D,6HMT61408D,61408C,6HMT61408C,61408F,6HMT61408F,90°,AMTS]

 More Information
	Die	1V Die	90°	V14	116.00 mm	1000 kN/m
	1V Die MT 614[image: Die,1V Die,MT 614,61488E,6HMT61488E,61488D,6HMT61488D,61488C,6HMT61488C,61488F,6HMT61488F,88°,AMTS]

 More Information
	Die	1V Die	88°	V14	116.00 mm	1000 kN/m
	1V Die MT 612[image: Die,1V Die,MT 612,61208E,6HMT61208E,61208D,6HMT61208D,61208C,6HMT61208C,61208F,6HMT61208F,90°,AMTS]

 More Information
	Die	1V Die	90°	V12	116.00 mm	1000 kN/m
	1V Die MT 612[image: Die,1V Die,MT 612,61288E,6HMT61288E,61288D,6HMT61288D,61288C,6HMT61288C,61288F,6HMT61288F,88°,AMTS]

 More Information
	Die	1V Die	88°	V12	116.00 mm	1000 kN/m
	1V Die MT 610[image: Die,1V Die,MT 610,61008E,6HMT61008E,61008D,6HMT61008D,61008C,6HMT61008C,61008F,6HMT61008F,90°,AMTS]

 More Information
	Die	1V Die	90°	V10	116.00 mm	900 kN/m
	1V Die MT 610[image: Die,1V Die,MT 610,61088E,6HMT61088E,61088D,6HMT61088D,61088C,6HMT61088C,61088F,6HMT61088F,88°,AMTS]

 More Information
	Die	1V Die	88°	V10	116.00 mm	900 kN/m
	1V Die MT 716[image: Die,1V Die,MT 716,71608E,6HMT71608E,71608D,6HMT71608D,71608C,6HMT71608C,71608F,6HMT71608F,90°,AMTS]

 More Information
	Die	1V Die	90°	V16	116.00 mm	1000 kN/m
	1V Die MT 716[image: Die,1V Die,MT 716,71688E,6HMT71688E,71688D,6HMT71688D,71688C,6HMT71688C,71688F,6HMT71688F,88°,AMTS]

 More Information
	Die	1V Die	88°	V16	116.00 mm	1000 kN/m


                 
            

        


	
	
	

	


	

	
	

	
		
			

	
		
	
		
		
			Standardization of tool change tasks

		
			
		
			The tools are automatically clamped when they are loaded from the front of the machine and their switches are operated on the control panel. Hydraulically driven taper pins. Securely fix the punches and dies in place and render needless the alignment of the punches and dies by pressure application (It is still necessary to set the origin of the machine.)

		
			

	
		
	
		
		
			Increased accuracy and hardness of tools

		
			
		
			The tools are lined up, centering on short sizes for ease of handling. These narrow tools are finished to such high accuracy that they produce no joint marks when used connected. The punch tip is increased in hardness to HRC 52 to maintain its accuracy over a long period of time.

		
			

	
		
	
		
		
			Simple and sure safety click mechanism

		
			
		
			When a punch is inserted in its holder, a safety click (drop Prevention claw) holds the punch so that the punch does not drop when it is released. When the button of the safety click is pressed, the claw is loosened to allow the punch to be freely slid sideways.


"SAFETY CLICK" is a registered trademarl< of WiLA B. V. THE NETHERLANDS

		
			

	
		
	
		
		
			Easy selection and positioning of tools

		
			
		
			All tools are marked with their part number, dimensions, and tonnage in a unified format. A scale graduated in both inches and millimeters is marked on one-piece holders that run the length of the table. The tools can be set simply and accurately for a complicated layout while checking their part numbers.

		
			

	
		
	
		
		
			Standardization of tool shape

		
			
		
			The punches and dies are provided with clamp grooves symmetrical front and back. This makes it possible to use the punches reversibly and to install the punches and dies in the bend and ram, respectively. The punches and dies are standardized in their height. This height standardization allows a free combination of complex steps.

		
			

	
		
	
		
		
			Realize various bending application

		
			
		
			Special application such as offset, hemming and R-bend can be achieved. These bends were used to be carried by other machine. AMTS type II allows these bends on the same holder as standard V bend. One machine can perform various bends and allows the process reduction.
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